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SHEET NO.PROJ. REFERENCE NO.

        TMP-U-3338B

(919) 876-6888     NCBEES #F-0326

RALEIGH, NORTH CAROLINA 27609

1616 EAST MILLBROOK ROAD, SUITE 310

S/W

10:1 MAX

12:1 DES

TOP OF CURB

FLUSH WITH

PAVEMENT

STREET

RAMP CROSS SECTION

TREATED PLYWOOD

1/2" (MIN.) PRESSURE

PROTECTION

2" x 3" EDGE

PLAN VIEW

3'  MIN.  CLEAR WIDTH

SEE NOTE 1

SEE NOTE 1

(SEE NOTE 2)

PROTECTION

ROLL-OFF

2" x 3" EDGE

CURB

4.7' MIN.

VARIABLE

R
A

M
P

SEE NOTE 3

   CONDITIONS.  

   RESISTANT IN BOTH WET AND DRY 

   IS WEATHER-RESISTANT AND WHICH IS SLIP 

   RAMPS AND WALKWAYS.  USE MATERIAL THAT

   MATERIAL TO ENTIRE WALKING SURFACE OF 

3. APPLY WEATHER PROOF SLIP-RESISTANT

 

   EDGE ROLL-OFF PROTECTION.

   STRIPED WARNING TAPE TO TOP AND INSIDE FACE OF

2. APPLY 2-INCH WIDE YELLOW AND BLACK DIAGONALLY

 

   AREA AND AT BOTTOM AND TOP EDGES OF RAMP.

   STRIPED WARNING TAPE AT EDGES OF LANDING

1. APPLY 2-INCH WIDE YELLOW AND BLACK DIAGONALLY

 

NOTES:

GUTTER

CURB &

CONC.

PAN

GUTTER

RAMP DETAIL
TEMPORARY

52

TEMPORARY PEDESTRIAN RAMP

"THRESHOLD RAMP"

ALUMINUM OR RUBBER

17586
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